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! 2 CONSTRUCTION PROCEDURE NOTES
[ $ .
& 1. THIS PROJECT CONSISTS OF WORK TO REHABILITATE THE AIRPORT ENTRANCE
] g ROAD AND PARKING LOT.
! ‘ 2. THIS PROJECT WILL DISTURB LESS THAN 1 ACRE OF LAND OUTSIDE THE
ENTRANCE ROAD AND PARKING LOT PAVEMENT.
- g #0 800 3, THE TALLEST CONSTRUCTION EQUIPMENT UTILIZED ON THE AIRPORT ENTRANCE
- o’ ROAD SHALL NOT EXCEED 25 FEET.
- GRAPHIC SCALE IN FEET
- | 4. AN AREA IS SHOWN ON THIS PLAN LAYOUT THAT CAN BE USED AS A
1 CONTRACTOR’S EQUIPMENT AND EMPLOYEE PARKING AREA. THE CONTRACTOR
IS ENCOURAGED TO PARK HIS EQUIPMENT AT THIS LOCATION AT NIGHT DURING
- THE CONSTRUCTION PERIOD,
5, THE CONTRACTOR'S WORKMEN AND/OR EQUIPMENT SHALL NOT ENCROACH INTO
THE AIRPORT OPERATIONS AREA DURING THIS CONSTRUCTION EXCEPT WHEN
NECESSARY TO PERFORM ‘PAVING THAT ABUTS THE WEST SIDE OF THE APRON
AREA. THE CONTRACTOR SHALL CONFINE HIS OPERATIONS TO THE ROADWAY
PAVEMENT AND SHOULDERS OF THE AIRPORT ENTRANCE ROAD AND PARKING
LOT.
6. BARRICADES FOR CLOSING ROADWAYS TO TRAFFIC AND ALL OTHER TRAFFIC
CONTROL UTILIZED WHEN PERFORMING WORK AT THE EDGE OF ILL. RTE. 9
I \ SHALL BE IN ACCORDANCE WITH THE STATE OF ILLINOIS, DEPARTMENT OF
i | TRANSPORTATION STANDARDS FOR TRAFFIC CONTROL METHODS AND DEVICES
(INCLUDED IN THESE PLANS). THIS WORK SHALL BE PAID FOR PER LUMP
SUM FOR TRAFFIC MAINTENANCE (ROADWAY).
.
- [: ~GENERAL _NOTES
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING
i UTILITY PROPERTY FROM CONSTRUCTION OPERATIONS, PRIOR
,a " e e - TO STARTING WORK, THE CONTRACTOR SHALL CONTACT
JU.LLE. (JOINT UTILITY LOCATING INFORMATION FOR
| EXCAVATORS) PHONE 1-800~892-0123 TO ARRANGE FOR
e - - - LOCATION OF UTILITIES IN THE WORK AREA. A MINIMUM OF
FORTY—EIGHT HOURS ADVANCE NOTICE IS REQUIRED FOR
RUNWAY 9-27 J L \J NON—EMERGENCY WORK.
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APPROXIMATE
CONSTRUCTION EQUIPMENT AND EMPLOYEE
PARKING, COORDINATE. LOCATION WITH |
AIRPORT MANAGEMENT. R WHEN WORK IS BEING PERFORMED AT THE EDGE OF ILL.
A% RTE. 9, TRAFFIC JONTROL SHALL BE UTILIZED IN
\ \\/ § ACCORDANCE WIT! ‘TSTATER OF F"lbLfl?N?':‘SP ([:)iifAigyﬁgI“%i oF
TRANSPORTATION {ETANDARDS }
INGERSOLL AIRPORT
- g TRAFFIC CONTROLj| DEVICES (lNCliJDED IN THESE PLANS). CANTON, ILLINOIS
ILLINOIS ROUTE 9 AN - [ CANTON ———- 1 .
( Va i ,:jv\ IMPROVEMENT AND SAFETY PLAN
— BEGIN ENTRANCE ROAD AND mm -
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